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Product Description

This JTAG download cable is functionally compatible with Xilinx’s Parallel
Il download cable. The schematic is based on Xilinx’s reference design
with the addition of a power LED. You can use this cable together with
Xilinx’'s Webpack ISE software provided by Xilinx. Following is the actual
URL to obtain the software.

http://www.xilinx.com/xIinx/xebiz/designResources/ip_product_details.jsp?sGlobalNavPick=PRODUCTS&sSeco
ndaryNavPick=Design+Tools&key=DS-ISE-WEBPACK

Program Your Device
- Download and install Xilinx’'s Webpack ISE

- Plug the black DB25 head shell to the parallel port of your computer.
- Connects all 6 flying leads to your device as follows.

Cable Flying Leads Device Pins

VCC Your 3.3V power source
GND Your device Ground pin
TMS Your device TMS pin
TDI Your device TDI pin
TDO Your device TDO pin
TCK Your device TCK pin

- Power on your target device

- Make sure the cable power LED is on.

- Run the IMPACT device programming utility by clicking “All
Programs”  “Xilinx ISE”  “Accessories” “iMPACT”.

- Refer to the following pages for details screen shots.

- Use IDCODE to ensure the cable and your device is functional.

- Now you can program your device using iMPACT
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